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The Zambia Bureau of Standards (ZABS) is the Statutory Organization established by an Act of Parliament. ZABS is responsible for the preparation of national standards through its various Technical committees composed of representation from government departments, the industry, academia, regulators, consumer associations and non-governmental organizations.
This Draft National Standard has been prepared in accordance with the procedures of ZABS. All users should ensure that they have the latest edition of this publication as standards are revised from time to time.
No liability shall attach to ZABS or its Director, employees, servants or agents including individual experts and members of its Technical Committees for any personal injury, property damage or other damages of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses arising out of the publication, use of, or reliance upon this ZABS publication or any other ZABS publication.
The preparation of this Draft Standard has been undertaken by the Portable Metal Containers for Compressed, Dissolved and Liquefied Gases Technical Committee, (TC 7/10).
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ZAMBIA BUREAU OF STANDARDS
Draft Zambian Standard
THE HANDLING, STORAGE, DISTRIBUTION AND MAINTENANCE OF LIQUEFIED PETROLEUM GAS (LPG) IN DOMESTIC, COMMERCIAL AND INDUSTRIAL INSTALLATIONS – Code of Practice
Part 5: Mobile filling stations for refillable liquefied petroleum gas (LPG) containers of capacity not exceeding 9 kg
1.0 [bookmark: _Toc62768878][bookmark: _Toc62926904][bookmark: _Toc108607896]SCOPE	
1.1 This part of ZS 429 gives recommendations in respect of the location and operation of mobile filling stations suitable for the filling of refillable liquefied petroleum gas containers.  

1.2 It also gives certain design features in respect of the compliance of the trailer with the requirements of the road ordinance and general safety.

1.3 It excludes the use of light delivery vehicles including light and heavy trucks.
2.0 [bookmark: _Toc62768879][bookmark: _Toc62926905][bookmark: _Toc108607897]NORMATIVE REFERENCES 
The under listed documents contain provisions which, through reference in this text, constitute provisions of this standard. All documents are subject to revision and, since any reference to a document is deemed to be the latest reference to the latest edition of that document, parties to agreements based on this standard are encouraged to take steps to ensure the use of the most recent editions of the documents indicated below. Information on currently valid national and international standards may be obtained from the Zambia Bureau of Standards:
	SANS 10019
	Transportable pressure receptacles for compressed, dissolved and liquefied gases – Basic design, manufacture, use and maintenance.

	SANS 10087-7
	The handling, storage, distribution and maintenance of liquefied petroleum gas in domestic, commercial and industrial installations – Part 7: Storage and filling premises for refillable 

	SANS 10400
	The Application of the National Building Regulations.

	ZS 402
	The classification of hazardous locations and the selection of apparatus for use in such locations.

	ZS 429-3
	The handling storage and distribution of liquefied petroleum gas in domestic, commercial and industrial installations – Part 3:Storage and Filling sites for refillable liquefied petroleum gas (LP gas) containers of capacity not exceeding 9 kg

	ZS 429-4
	The handling, storage, distribution of liquefied petroleum gas (LP gas) in domestic, commercial and industrial installations – Part 4: Transportation of LP gas including the design, construction, inspection, fittings, filling, maintenance and repair of LP gas bulk by Road.

	ZS 670-1
	Transportation of dangerous goods by road, rail, water and air – Part 1 : identification and classification of dangerous goods for transport

	
	

	


3.0 [bookmark: _Toc62768880][bookmark: _Toc62926906][bookmark: _Toc108607898]TERMINOLOGY 
For the purpose of this part of ZS 429, the following terms and definitions shall apply. 
3.1. Approved: Approved by the approving authority 
3.2. Approving authority 
Appropriate of the following: 
a) In terms of the Occupational Health and Factories Act Cap 441,The Chief Inspector
b) In terms of the Energy Regulation Board (ERB): The Board 
c) In terms of the Zambia Compulsory Standards Agency (ZCSA): The Executive Director
d) In terms of the Road, Transport and Safety Agency (RTSA): The Chief Executive Officer and
e) The Local Authority concerned where applicable.
3.3. Category of trailers
3.3.1. Category O1: Single axle trailers, other than semi-trailers, with a maximum weight not exceeding 0.75 tonnes.
3.3.2. Category O2: Trailers with a maximum weight not exceeding 3.5 tonnes, other than category O1. 
3.3.3. Category O3: Trailers with a maximum weight exceeding 3.5 tonnes, but not exceeding 10 tonnes. 
3.3.4.  Category O4: Trailers with a maximum weight exceeding 10 tonnes 
3.4. Durable fence: Fence that is made from material that is resistant to inclement weather, and that will withstand temperatures of up to 60 °C 
3.5. Mobile unit: Unit that is not self-propelled, but drawn by a mechanical means (for example a trailer)
3.6. Authorized Vehicle test station: Organization whose function is to examine, measure or otherwise determine the roadworthiness of a vehicle with respect to the requirements of the relevant regulations of the Roads and Road Traffic Act No. 11 of 2022. 
4.0 [bookmark: _Toc108607899]REQUIREMENTS
4.1. Constructional requirements
4.1.1. General
Trailers intended for use on public roads shall comply with the relevant requirements of the Compulsory specification for vehicles of category O1 and O2 (caravans and light trailers), and of category O3 and O4 vehicles respectively. 
4.1.2. Trailer chassis 
The design and general marking, numbering and registration of trailers shall comply with the requirements of the relevant regulations of the said Roads and Road Traffic Act. 
4.1.3. Inspection and Registration 
The complete and fully equipped trailer shall be presented for inspection to an authorized vehicle test station and registered for roadworthiness. Before use, a vehicle shall be approved by the approving authority and shall be issued a certificate of compliance. 
4.1.4. Ventilation 
The vehicle shall be so designed that cross ventilation at floor level is maintained at all times. 
4.1.5. Safety requirements 
4.1.5.1. As LPG is classified as a dangerous substance in accordance with ZS 670-1, the transportation of LPG shall comply with the requirements of the National Roads and Road Traffic Act. 
4.1.5.2. The mobile unit shall be designed to carry a maximum load of 500 kg of LPG. This may be achieved by splitting the load into 48 kg containers (with a maximum of 4 × 48 kg containers), the balance of the load to be carried in smaller containers or by using a single container of capacity not exceeding 500 kg. 
NOTE: Cylinders above 9 kg can only be swapped and not refilled.
4.1.5.3. All cylinders (whether full or empty) being transported within the trailer shall be transported in the upright position only. 
4.1.5.4. Cylinders shall not be stacked one on top of another during transportation unless independently supported and access to the valve is available. 
4.1.5.5. Cylinders, when transported, shall be secured in such a way that they shall not be able to move around or fall onto their sides. Cylinders shall not be secured at or by the footring only.
4.1.5.6. Cylinder valves shall be in the closed position at all times unless a filling operation is in progress. During such operations the remaining cylinders and valves (whether full or empty) shall be in the closed position. 
4.1.5.7. The towing vehicle shall be disconnected from the towed vehicle while the filling operation of gas into cylinders is being carried out. 
4.1.5.8. The gas storage cylinder(s) shall not form any part of the vehicle’s chassis or be included as a structural member of the mobile unit. 
4.1.5.9. All electrical equipment shall be intrinsically safe ZS 402 while filling and transporting gas.
4.2. Location and functional requirements 
4.2.1. The siting and safety aspects pertaining to any particular installation, filling procedure, training, etc. shall comply in all respects with those given in ZS 429-3. Particular attention shall be paid to the details of safety distances given in ZS 429-3. 
 
4.2.2. No container shall be filled from the filling unit without the permission of the owner. (See SANS 10019)  
NOTE: This requirement is solely for safety reasons, since cylinder containment history is in certain instances an essential reference to correct filling. It is not intended as a commercial restraint. 
 
4.2.3. A site enclosed by the temporary perimeter fence on which the mobile unit is located shall be free, or made free, of any combustible material (see 4.6). 
4.2.4. All temporary filling sites shall be accessible to the emergency services vehicles. 
4.2.5. All temporary filling sites shall be so situated that water for emergency use is available to the emergency services within a radius of 2 km. 
4.2.6. Mobile units shall be removed from each site after completion of the filling operations for the day and be returned to the depot. No mobile unit shall be allowed to remain on any site during the night. 
4.2.7. While filling operations are taking place the mobile unit shall be so stabilized as to prevent movement of more than 10 mm in any direction. The suspension of the mobile unit shall not be in operation during filling. 
4.2.8. The safety distances given shall be used when the filling operation is done by mass. 
All weighing equipment shall be controlled through the standards applicable to the Metrology Act, (Act No. 6 of 2017). 
 
4.2.9. All parking sites within a depot shall comply with the requirements of ZS 429-4. 
 
4.3. Water supply on site 
Where possible the chosen site shall contain a constant water supply. Regardless of the requirement of 4.4, where no such constant water supply exists, a minimum of two (2) water fire extinguishers that comply with the requirements of ZS 726-2 shall be made available. (See also 4.2.5.) 
 
4.4. On-board fire protection 
The mobile unit shall be furnished with two (2) 9 kg dry powder fire extinguishers, one placed on the inside of the unit and the other on the outside during filling operations. 
 
4.5. Access doors 
If the mobile unit is of the totally closed type, it shall be furnished with two access doors, one on either side of the mobile unit and both opening to the outside. Should the mobile unit be of the totally closed type, the entire interior shall be considered zone 1. Zone 2 shall extend 5 m in all directions beyond the openings. 
 
4.6. Fencing 
Public access to the mobile unit shall be restricted with the use of a barricade. This can be achieved by the erection of a durable transportable fence situated at an appropriate safe distance (see 4.2.8) around the unit. Supporting stays shall be placed at regular intervals to support the fence in an erect position. 
 
4.7. Approval of location 
Approval of a particular location for a mobile unit shall be obtained from the local fire authority in writing. The approval certificate shall indicate the specific details of the location and any specific needs and requirements identified by the approving authority.  
[bookmark: _GoBack]The fire authority shall always have the right to revisit the location for inspection and, when relevant, adjust the safety requirements, with the criteria to be based on SANS 10087-7.
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